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Knitwear and polo dummy

Coppia di telaietti maniche aziona-
bili manualmente.
Couple of sleeves frames with ma-
nual operating.
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 314.

314.40  Dimension: (mm W x H x D) 1330 x 1800 x 1190 | Weight: 200 Kg  
 Electric power: 1,2Kw - consumption 0,9Kw/h
 Compressed air: pipe connection 1x ø6 mm | Pressure  6 ATE - consumption 4,5NL/min
 Steam: pipe connection 1x ø1/2” GAS | Pressure 5 ATE - consumption 30 KG/h

314.41  Dimension: (mm W x H x D) 1330 x 1865 x 1190 | Weight:  1900 Kg  
 Electric power: 1,2Kw - consumption 0,9Kw/h
 Compressed air: pipe connection 1x ø6 mm | Pressure  6 ATE - consumption 4,5NL/min
 Steam: pipe connection 1x ø1/2” GAS | Pressure 5 ATE - consumption 30 KG/h

Technical details

314.40

Manichino elettropneumatico vaporizzante e sof-

completo di:
• manichino vaporizzante riscaldato a vapore, completo 

di rivestimento, disponibile in tre taglie: uomo, donna, 
bambino;

• 
1,125kW;

• programmatore digitale;
• pale pneumatiche per bloccaggio fondo, regolabili in al-

tezza manualmente;
• -

stimento;
• tampone anteriore e posteriore;
• dispositivo messa in taglia collo;
• supporti laterali maniche predisposti per ricevere una 

diversa tipologia di pinze:
1. pinze pneumatiche con fotocellula per polo e ma-

gliette;

Predisposizione per allaccio centralizzato di vapo-
re 6Bar e aria compressa 6Ate Potenza installata 
1,275kW
Alimentazione elettrica 3~50Hz 230V - 3+N~50Hz 
400V

314.41

Manichino elettropneumatico vaporizzante e sof-

completo di:
• manichino vaporizzante riscaldato a vapore;
• 

1,125kW;
• programmatore digitale a 9 tasti;
• pale pneumatiche per bloccaggio fondo con altezza re-

golabile pneumaticamente e arresto automatico;
• pretensionamento verticale automatico e regolabile;
• supporti laterali maniche completi di pinze pneumati-

che;
• coppia di telaietti maniche azionabili manualmente.

Predisposizione per allaccio centralizzato di vapo-
re 6Bar e aria compressa 6Ate Potenza installata 
1,275kW
Alimentazione elettrica 3~50Hz 230V - 3+N~50Hz 
400V

314.40

Electropneumatic steaming and blowing dummy for 

sweaters, complete with:
• - steaming dummy with steam heater, complete with 

cover, available in three sizes: man, woman, child;

• - air blowing with built-in electric fan 1,125kW;

• - digital programmer;

• - pneumatic device for bottom blocking, with manual 

adjustable height;

• - pneumatic and adjustable side expanders, complete 

with cover

• - front and back blocking stopper;

• - sizing device for collar:

• 

models of clamps:

1. pneumatic clamps with photocell for button-neck 

and T-shirts.

The dummy has to be connected to the main steam 

6 Bar and compressed air 6Ate plants.

Installed power 1,275kW Voltage 3~50Hz 230V - 

3+N~50Hz 400V

314.41

Electropneumatic steaming and blowing dummy 

complete with:
• steaming dummy with steam heater;

• air blowing with built-in electric fan 1,125kW;

• digital programmer with 9 keys;

• pneumatic device for bottom blocking with pneumati-

cally adjustable height and automatic blocking;

• automatic and adjustable vertical pretensioning;

• sleeves lateral supports complete with pneumatic 

clamps;

• couple of sleeves frames with manual operating

The dummy has to be connected to the main steam 

6 Bar and compressed air 6Ate plants.

Installed power 1,275kW Voltage 3~50Hz 230V - 

3+N~50Hz 400V


